
Recommended Spare Parts List 
(1) Stator: #8203

(1) Mechanical Seal: #1208

(2) O-Rings: Top O-Ring #6202

(1) Barb Fittings: #9201

(2) Bearings: Lower #5015    /  Upper #5035

Residential/Light Commercial Grinder System Maintenance Schedule 
Quarterly/Semi-Annual: Inspect station and panel for build-up of grease & corrosion. Check Panel 

voltage to maintain pump integrity (220-240V) or (115-120v). Test the pump to make sure if operates 

under normal operating conditions (use manual Pump Run). Visual inspect the area for any leaks & 

cable for correct burial.  Ensure the lid of the station is accessible and vented.     

Annually: Flush station by running hot water through system (10-15min). This will help if greasy 

buildup has occurred. Check that panel and pump voltage/amps are within normal operation 

conditions. Test pump with manual pump run switch. 

Extreme Weather Locations: If you live in an extreme weather area, please make note of any and all 

local building codes. Follow recommended installation and storage instructions per your area. 

Flood: Special stations can be provided to accommodate flood prone areas. 

Freeze: Some stations may need to be protected from freezing. Customer may choose to wrap their 

stations & pipe in insulating material (provided by others) prior to installation. Using foam insulators 

around the basin, pipe and just inside the station lid can greatly reduce the risk of freezing. 

*Using anti-freeze in the station may keep expansive ice from shattering stations but this can be

harmful to your home, the pump & the environment. Contact your local service provider if you have

questions regarding the maintenance and storage of your unit.

Ventilation: All E/EONE stations vent to atmosphere out of the station lid.  Make sure to keep that lid 

clear of buildup/debris.  Some stations may require additional venting on the inlet line (by others) or 

lateral vents out of the top side of the station.  Be sure to check local building code in your area.  

Extended Vacancy: Do not let your pump go unused for an extended period of time. Rubber materials 

may crack if left dry for extended periods. Recommend running the pumps through a cycle or two 

ever month to keep the units well lubricated.  Fill a bath with hot water prior to an extended vacation 

and open the drain (slightly).  This will allow 50-90 gallons of fresh, warm water to flow into your 

station and activate your pump clearing as much raw sewage as possible.  Don’t be afraid to 

introduce a little dish soap down the drain prior to filling as this will help breakdown any fats or 

grease buildup you may have.  Regular use is key.  If you plan on being away long than a few weeks, 

reach out your local service provider about pump removal and storage for extended time periods.     
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